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CLAIMS : 

jl. A method for receiving venue-based data at a hand 
held device, said method comprising the steps of: 

at a hand held device data transmitted 
'e venue-based data sources- 
said data for display on a display screen 
said hand held device; and 

displaying processed data on said display screen, 
thereby enabfling a user of said hand held device to view 
venue-based /data through said hand held device. 

I.aim 1 wherein said at least one 
ce comprises at least one video 

3 . The method of/ claim 2 wherein said at least one 
video camera is adepted to provide high-resolution wide- 
angle video data./ 

4. The method /of claim 1 wherein the step of receiving 
at a hand held/device data transmitted from at least one 
venue-based dayca source, further comprises the step of: 

receiving through at least one wireless receiver at 
said hand yneld device, data transmitted from said at 
least one venue-based data source. 

5. The^ method of claim 4 further comprising the step 



receiving 
from at least o: 



processinc 
associated wil 



2 . The method of c 
venue-based data sou^ 
camera. / 
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broadcasting said data to said hand held device 
thj^pugh wireless communications. 



6. \The method of claim 1 further comprising the step 
of: 



t 

based 
wirel' 



7. 
of: 



ransmitting said data from said at least one venue- 
data source to said hand held device through a 
ss network. 



The method of claim 3 further comprising the step 



transferring said data through a wireless gateway 
associated with said wireless network. 



8. The method of claim 1 wherein the step of displaying 
processed data on said display screen, further comprises 
the st€!p of: 



displaying processed data on said display screen, in 
response to user input through a user interface 
associated with said hand held device. 

e method of claim 8 wherein said processed data 
comprises at least one perspective of a venue-based 
activity. 



10. Th4 method of claim 9 wherein the step of displaying 
processad data on said display screen, further comprises 
the step! of : 
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displ 
based acti 
user sele 
venue acti 



aying a particular perspective of said venue- 
vity on said display screen, in response to a 
tion of said particular perspective of said 
vity . 



11. The 
of: 



nethod of claim 1 further comprising the step 




proce 
screen ass 
at least o 



sing said data for display on said display 
Delated with said hand held device utilizing 
e image-processing module. 



1 



12. The method df claim 1 wherein said venue-based data 
comprises real-time video data. 



13. The method 
further comprises 



further comprise;; 



f claim 1 wherein said venue-based data 
instant replay video data. 



14. The method of claim 1 wherein said venue-based data 



15. The method 



promotional information - 



of claim 1 wherein said venue-based data 



further comprises advertising information, 



I. 



16. A method for iwirelessly receiving 'venue-based data 
at a hand held device, said method comprising the s,teps 
of: 



wirelessly :Qeceiving at a hand held device data 
transmitted from at least one venue-based data sources- 



processing feaid data for display on a display screen 
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associated with said hand held device; and 

displaying /processed data on said display screen, 
thereby enabling a user of said hand held device to view 
venue-based data through said hand held device. 

17 . A method for rfeceiving at least one per-spective of a 
venue-based activity at a hand held device, said method 
comprising the ste^s of: 

receiving atj a hand held device at least one 
perspective of a ^enue-based activity transmitted from at 
least one venue-based data source; 

processing eaid at least one perspective for display 
on a display jbcreen associated with said hand held 
device; and 

displaying said at least one perspective on said 
display screen/, thereby enabling a user of said hand held 
device to vie^ venue-based perspectives Jbhrough said hand 
held device. 

18. A method for displaying a particular perspective of 
a venue-based activity at a hand held device, said method 
comprising ijhe steps of: 

receiying at a hand held device a plurality of 
perspectives of a venue-based activity transmitted from 
at least one venue-based data source; 



processing said plurality of perspectives for 
display on a display screen associated with said hand 
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held device; /and 



displaying a particular perspective on said display 
screen, xii response to a user selection of said 
particular/ perspective from among said plurality of 
perspectives, thereby enabling a user of said hand held 
device to view particular venue-based data through said 
hand held device. 
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19. A system for receiving venue-based data at a hand 
held device /said system comprising: 

at least one receiver for receiving at a hand held 
device data transmitted from at least one venue-based 
data somrce; 



10 



processor for processing said data for display on a 
display screen associated with said hand held device; and 

/ 

/ display screen for displaying processed data, 
thereby enabling a user of said hand held device to view 
v^nue-based data through said hand held device. 



15 20. The sysl 
venue-based 
camera . 



25 



tdm of claim 19 wherein said at least 
data source comprises at least one vi 



em 



21. The syst 
20 video camera 

angle video dat. 



1 s 



22. The syst 
video camera c 



eTi 



of claim 19 wherein said at least one 
dmprises a wireless video camera. 



at least 
from said at 
30 least one hand 



one 
video 



of claim 20 wherein said at least one 
adapted to provide high-resolution wide- 



a . 



23. The systen of claim 19 further comprising: 



tme transmitter for broadcasting said data 
least one venue-based data source to at 
held device. 



24. The systen of claim 23 further comprising: 



\ 
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a wireless I gateway for 'transferring said data 
through a wireless network, 

25. The system /of claim 19 wherein said processed data 
5 . is displayable Ion said display screen, in response to 

user input through a user interface associated with said 
hand held device 

26. The system of claim 25 wherein said processed data 
10 comprises at [least one perspective of a venue-based 

activity. 

27. The systeju of claim 26 'further comprising: 



15 display routine for displaying a particular 

perspective of said venue-based activity on said display 
;:esponse to a user selection of said 
spective of said venue activity. 



screen, m 
particular per 



20 28. The syste 



m of claim 19 further comprising: 



processoJ: for processing said data for display on 
said display/ screen associated with said hand held 
device utiliztLng at least one image-processing module. 

29. The system o£ claim 19 wherein said venue-based 
data comprises reatL-time video data, 



30. The system/ of claim 19 wherein said venue-based 
30 data further comprises instant replay video data. 

31. The system of claim 19 wherein said venue-based 
data further comprises promotional information. 
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32. The system of claim 19' wherein said venue-based 
data further comprises advertising information. 

33. A system for wirelessly receiving venue-based data at 
a hand held device, said system comprising: 



10 



receiver ton wirelessly receiving at a wireless hand 
held device data transmitted from at least one venue- 
based data source; 




SI 



ii 



20 



processor flior processing said data for display at 
said hand held pevice; and 

display /screen for displaying processed data, 
wherein said display screen is associated with said hand 
held device, /thereby enabling a user of said hand held 
device to vi^w venue-based data through a wireless hand 
held device . 



34 . A syster 
venue-based 
comprising : 



for receiving at least one perspective of a 
ictivity at a hand held device, said system 



25 at leapt one receiver for receiving at a hand held 

device at least one perspective of a venue-based activity 
transmitted! from at least one venue-based data source; 

proceslsor for processing said at least one 
30 perspective for display on a display screen associated 
with said Hand held device; and 



display screen for displaying said at least one 
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perspective, thereby 
device to view pe 
through said hand he 



Id 



enabling a user of said hand held 
spectives of venue-based activity 
device . 



35. A system for displaying a particular perspective of a 
venue-based activity! at a hand held device, said method 
comprising the steps pf: 



at least one receiver for receiving at a hand held 
device a plurality/ of perspectives of a venue-based 
activity transmittec^ from at least one venue-based data 
source; 



processor fir processing said plurality of 
perspectives for display on a display screen associated 
with said hand hel|d device; and 



display sc 
perspective on sail 
selection of sai 
plurality of per 
said hand held dei 
through said hand 



Iteen for displaying a particular 
id display screen, in response to a user 
particular perspective from among said 
spectives, thereby enabling a' user of 
vice to view particular venue-based data 
held device. 
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